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Product compnent : Sea-Line
®
 S3 FINISH CLEANER – 1 component  

  

Volume : 500 ml 
  

Description : 
 

 

Sea-Line Brayt S3 FINISH CLEANER is a product for all types of paints, 
varnishes – including HS, 2K, nitro, synthetic fibers and plastics, rubber, 
gelcoat coatings, glass, mirrors, etc.   
 

Sea-Line Brayt S3 FINISH CLEANER  removes: 
 

� All pollution due to precipitation 
� Greasy, difficult to remove stains and dirt 
� Residues of damaged protective coatings (including waxes) which 

must be removed before applying new layer of protective coating  
 

Does not leave streaks  
 

Does not contain silicone 
  

Specialistic use : Industry: 
 

� After polishing : wash surfaces with use S3  gives you  opportunity 
to check the quality of the obtained coating, if it is polished well we 
get a perfect look. It perfectly removes all traces of abrasives, haze, 
etc 

 

� At the final stage: because of fast cleaning dirt from surface which 
is a result from the production processes and easy in use, working 
time necessary for preparing  elements before shipping is much 
shorter    

  

Physiochemical  
Characteristics: 
Appearance : 
pH : 
Colour: 
F.P: 
Solubility in water: 
 

 
 
Liquid (detergent) 
7 
turbid 
100°C 
good 
  

Application : Product can be applied manually. Spray on a surface.  

Product works best when its temperature is  15 – 25
0
C 

 
  

Use: � Clean surface from all contaminations (sand, dust etc) 
� Spray S3 on the surface 
� Wipe surfaces with a microfiber cloth, paper towel or other soft 

material. 
� If its necessary repeat all  

   

Further Work: After all protect surface using S4 PROTECT WAX  
 
  

HSE conditions:  Do not inhale vapors. Use only in well ventilated rooms.  
 

In case of swallowed, seek medical advice and show product label.  
 

In case contact with eyes, immediately rinse with water and seek medical 
advice.  
  

Storage : 
  

 
 

Storage in sealed container at 0 – 45
0
C 

 
Product components should be kept in tightly sealed containers, in dry and 
cool spaces, away from the sources of flames, heat, and sun rays.  
After every use, containers should be closed immediately.  

 

Keep away from childrens.  
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Expiration date 36 months from production date 
 
  

Quality Guarantee: Production, quality control, and the realization of deliveries fulfill the 
demands of ISO 9001 and 14001 standards. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

All data in this document have been prepared for informational purposes. We can not take responsibility for the results of user 
actions over which we have no control. Responsibility of the user is to make the test sample and determine the suitability of the 
product for individual applications.Sea-Line do not take responsibility for any damages, or loss of profits associated with the 
improper use of the products. 
 

All information is based on scrupulous laboratory research and many years of experience. Our position of market leadership does 
not free us from constant quality control of our products. However, we do not accept responsibility for the effects of improper use 
or storage of our products, or for the effects of using our products in any way contrary to the standards of good workmanship.  

 
TROTON sp. z o.o. Ząbrowo. 

 


